3-Jaw Air-Operated Self Contained Chuck (Long Stroke)

UBR series

Dual Speed Jaw Stroke
Large chuck best suited for pipe processing

@BLuilt-in Pneumatic Cylinder
@2-stage stroke
Initially, jaws move quickly, slowing
just before gripping thus reducing
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H Dimensions

Dimensions
Model A1 B1 C1 D1 EIl F1

UBR4SOK/P | 11 | B8] 66|25 |45 | RC3/8
UBRSBOK/P| 14| 9 | 9 |20 |45 |RC1/2
UBRB30K/P| 14| 9 |10 |25 |45 |RC1/2
UBR710K/P | 17 (11 |11 |33 |45 |RC1/2

Dimensions

Model max. min.

UBR4BOK/P | 494 | 232| 275| 373| 9-M12| 181 481|470 | 431 [1115]441| 673 | 687|165 |43 |371 |16 |1405|1205|62| 33 |255| 17 6|20
UBRBBOK/P | 626 275| 375| 485| 6M16 | 275|610(595 | 556 (130 | 568( 705 | 719|180 |60 | 3265 |1837(1965|1715|65| 33255 |24 | 11|40
UBR630K/P | 698| 286| 465|555| 9-M16| 320| 682|669 | 629 |136 | 645| 81.3| 827 |2095|60 | 385 (205 [2205(1956| 75| 33|30 |22 | 11|14
UBR710K/P | 790| 286| 520| 620| 9-M16| 375| 770|745 | 702|136 |714| 81.3| 827 |2095|60 | 505 |[235 [248 |223 | 75| 33|30 |24 | 11|24
% The specification of serration pitch can be selected. Type UBRXXXK: millimeter, Type UBRXXXP: inch

H Specifications

Swfides Centreholedia  Gippngrangsnm  Jaw Stroke — Plunger - Max GrippngForce 0 gpeeq  Weight Withstd.  yoment o inertia ~ Max pressure ., fincogmeton |
el Rapid,/Gripping Stroke mino kg-m?

Mod mm Max. Min. (diameter) mm mm ﬁtﬁirfﬁffs)”re A'“m"ié’é" law) MPa(kgf/cm?) ~ C6ves (ETjet/oms)>
UBR450K/P 181 441 127 | 26/14 53 1000 (10200) 1300 2160 5480 06 B.1) 483
UBRSBOK/P 275 568 235 | 33/17 5815 1200 (12230) 1100 3800 17500 06 B.1) 7.7
UBRB30K/P 320 645 235| 33/17 535 1470 (15000) 1000 5200 30600 06 B.1) 927
UBR710K/P 375 714 290 | 33/17 58S 1620 (16520) 900 5950 42600 06 B.1) 11.10

#Maximum speed is shown with each value under air pressure of 0.6MPa. using standard soft jaw and fixed air supply ring. If the supply ring is not fixed,
each value in () is applied.
% Gripping force of a jaw is one third of max. gripping force. % Standard accessories : Soft jaw, air pressure gauge, tools of a set.



