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No.E-231

PULL DOWN FREE JAW VISES

STANDARD PARTS
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Key biocks | Serrated | T-slot Stopper

(1sat=2pes) | Jaw plate | bolts Hluts | Washurs blocks | el HuxKey
PV-0 2 2 i 1
PV-1 = 2 4 4 4 = = |
py-2 1 2 B B 6 Vi = 1
PV-3 | Z 6 3] B 2 ~ |
FEATURES

For PV-1

(=]
For PV-2,PV-3

BCan be used when user needs bigger opening which can not be covered by ordinary machine

vises,

B Made of ductile iron and unbreakable.

BCan clamp the workpiece down to the table.

SlZE <fim>
N. |A|B|C|D]|E|[F[G|H[I|[J|K]L|M|IN|O[P[Q|[R][S|T]U]|V WX
Pv-0 [ 70| 73] 60] 8| 42| 3 | 921 23] 5] 46 -] -] 30[12] 9135|253 | 5] 4] - [ Triapz 6
Pv-1 [127]130] 64| 8] s6]3 [0 3032 7] 62| - | - | 40| 16|51 |5 |3e[a6| 7| 62| - | TeePa | 8
Pv-2 [180[186/102| 20| 82| 7 [ 12| 40| 43| 12| 85| 16 |345] 6022 | 73 [19 |40 |65 | 10| 85| 5| TzeP4 |10
Pv-3 |245]250] 164] 20 [ 135]105] 15 [ 70 [ 73 | 15 [120] 20 [49 [110] 25 [ 95022 [s0 [ s0 20 [120] 6 [ Teaome |14

SPEC <nm>

No. Jaw Width Min.Height Max.Height Set bolt Weight(kgs) | Available T-slot size Key block
PV-0 4 4 50 M12 15 = =
PV-1 62 56 B4 M14 48 16 -
PV-2 8 8 102 M4 | 125 1518 | 18
PV-3 120 135 164 MI8 39,1 2022 2




