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短寸中空回転油圧シリンダ

■寸法図

■L矢視図

6-M10 取付ボルト
（60°等配）

■寸法表

E1 F1 Q1

■仕様表

BB200,B-200シリーズに対応

旋盤の機能を十分に発揮させるコンパクト設計

前進

取付ボルト挿入用穴

max. min. max. min.

＊CE対応品（確認装置付のみ）

●全長が従来型の2/3のコンパクトサイズに

●回転速度がさらにUP

●最高油圧力もさらにUP（1サイズ上のチャックにも対応可能）

6-M8 取付ボルト
（M10用下穴兼用）
（60°等配）

6-M10 取付ボルト
（60°等配） 6-M12 取付ボルト

（60°等配）

寸法

型式

寸法

型式

型式

深さ 深さ 深さ

仕様
内径
mm

ピストンストローク
mm

ピストン表面積 ピストン推力

押側
cm2

押側
kN(kgf)

引側
kN(kgf)

引側
cm2

最高使用油圧力
MPa（kgf/cm2）

許容最高回転速度
min-1

慣性モーメント
kg･m2

質量
kg

ドレン量
r/min

シ
リ
ン
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Compact Style Hydraulic Cylinder with Open Centre

■Dimensional Drawings

■View from L

6-M10 bolt
(Equi-Spaced at 60°)

■Dimensions

E1 F1 Q1

■Specifications

Accommodates BB200 and B-200 series

The compact design maximises Lathe performance

Forward

Insert hole
for setting bolt

max. min. max. min.

＊CE correspondence (Only series with checking device)

●Compact : 30% reduction in length of current S series

●Speed Increased

●Can operate one size larger chuck due to increased pull forces

6-M8 Setting bolts
Used for M10 setting bolts
(Equi-Spaced at 60°)

6-M10 bolt
(Equi-Spaced at 60°) 6-M12 bolt

(Equi-Spaced at 60°)

Dimensions

Dimensions

Model

Model

Model

depth depth depth

Specifications
Piston Dia.

mm
Piston stroke

mm

Piston Area Draw bar

Push Side
cm2

Push Side
kN(kgf)

Pull Side
kN(kgf)

Pull Side
cm2

Max. Operation
Pressure
MPa（kgf/cm2）

Max. Speed
min-1

Moment of inertia
kg･m2

Net
Weight
kg

Leakage
r/min

シ
リ
ン
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